
STANDARDS UPDATE NOTICE (SUN) 
ISSUED:  April 5, 2023 

 

SFT-ETL-OP-29c (January 22, 2018)  Standards Update Notice KR/CS Page 1 of 2 

 

Standard:  CSA C22.2 No. 109 
Standard ID:  Commercial Cooking Appliances [CSA C22.2#109:2017 Ed.3+U1] 
Previous Standard ID: Commercial Cooking Appliances [CSA C22.2#109:2017 Ed.3] 

 
Effective Date:  March 1, 2024 

 
Impact Statement:  Per our accreditation, Intertek is required to review reports against the standard 
revisions to confirm compliance.  Once compliance is confirmed, the standard reference in the report is 
updated to show continued compliance to the technical requirements of the standard.  Reports not updated to 
this version by the effective date above will be withdrawn. 

Overview of Changes: 

 Additional requirements for cord-connected appliances 
 Additional markings added 

 
Specific details of new/revised requirements are found in table below. 

Current Listings Not Active? – Please immediately identify any current Listing Reports or products that are no 
longer active and should be removed from our records.  We will do this at no charge as long as Intertek is 
notified in writing prior to the review of your reports. 
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CLAUSE VERDICT COMMENT 

  Additions to existing requirements are underlined and deletions are shown lined out 
below. 

   

4 Info Construction 

4.5 Info Supply connections 

4.5.3 Info Cord-connected appliances 

4.5.3.9  
New clause added; 
 
Cord-connected appliances shall be provided with only one power supply cord. 

5 Info Markings 

5.10  

New clause added; 
 
A permanently connected appliance for connection to multiple power supplies shall 
be marked on all covers providing access to live parts with the following or 
equivalent wording: 
 
WARNING:  RISK OF ELECTRIC SHOCK. THIS UNIT IS CONNECTED TO MORE THAN 
ONE ELECTRICAL CIRCUIT. DISCONNECT ALL ELECTRICAL CIRCUITS BEFORE 
SERVICING.  
 
and  
 
AVERTISSEMENT:  RISQUE DE CHOC ÉLECTRIQUE. CET APPAREIL EST ALIMENTÉ PAR 
PLUSIEURS SOURCES. COUPER TOUTES LES ALIMENTATIONS AVANT LA 
MAINTENANCE. 
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